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NOTES
1. LABEL MATERIAL SPECIFICATIONS:

ANSI/UL 969 FOR INDOOR USE UP TO 150 C
50 LB. WHITE PAPER WITH PERMANANT PRESSURE SENSITIVE ACRYLIC ADHESIVE.

2. LABELS SILKSCREENED AS SHOWN ON LAYOUT.

ITEM DESCRIPTION PART NO. QTY SUPPLIER

2 1JACKET, CONTROL PANEL (UNPAINTED CONDUCTOR)

3 1 THERMAL SOLUTIONSJACKET, CONTROL PANEL (UNPAINTED CONDUCTOR) ART FILE

4 CONDUCTOR UL IDENTIFICATION STICKER ART FILE

5 CONDUCTOR ETHERNET SWITCH

6 1CONDUCTOR CONTROL, PROGRAMMED MODICON PLC

7 1POWER SUPPLY, 24VAC 60 W

8 1CONDUCTOR PCB-10 SEQUENCER MASTER CONNECTIONS

9 1CONDUCTOR PCB-11 SEQUENCER SLAVE CONNECTION

10 1CONDUCTOR DISPLAY, PROGRAMMED DELTA DISPLAY

11 CONDUCTOR I&O MANUAL

12 CLEAR POCKET WALL FILE

13

14 DIN RAIL TERMINAL BLOCK

THERMAL SOLUTIONS

THERMAL SOLUTIONS107329-01

107315-01

107226-01

15

10

CUT OUT FOR DELTA DISPLAY

15 DIN RAIL TERMINAL BLOCK GROUND PANEL SHOP1

108181-01

107467-01(ART)

1C4UL

SKU: 250000
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A26Pump A Out
(Dry Contact)
Pump B Output
(Dry Contact)

Alarm Output
(Dry Contact)
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Pump feedback
4-20mAdc/0-10Vdc

EMS Setpoint
4-20mAdc/0-10Vdc

PCB-10

Steam Pressure
4-20mAdc/0-10Vdc
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*(Thermistor, 4-20mA,RTD )

A16

+
-

+
-

+
-

+
-

DHW Demand
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107467-01

107309-01

16 END PLATE AND RETAINING PARTS

17 14"  LONG DIN RAIL

18 SNAP TRACK MOUNTING

19 RETAINING THUMB SCREW

PANEL SHOP

PANEL SHOP

PANEL SHOP

20 8-32 ELECTRICAL GROUNDING SCREW PANEL SHOP2

-

2

1 LOT

1

CIRCUIT BREAKER, SINGLE POLE, 4 AMP

3044076

3044092

98704A315

-

21 NYLON ZIP TIE PANEL SHOP2PLT1M-C

THERMAL SOLUTIONS

11

12

8

CN19
RS485-1 G

RN

RS 485 MODBUS OR BACNET MS/TP

ETHERNET SWITCH
CONNECTIONS: 3

MODBUS TCP/IP OR BACNET IP

COMMUNICATION TO ENERGY MANAGEMENT SYSTEM

23

VENDER

-

-

-

-

-

ALTECH

AZAR

-

-

-

PHOENIX CONTACT

MCMASTER-CARR

PANDUIT

1 1ENCLOSURE BOX ASSEMBLY 107534-01 THERMAL SOLUTIONS-

THERMAL SOLUTIONS

THERMAL SOLUTIONS

THERMAL SOLUTIONS

107310-01 - THERMAL SOLUTIONS

107317-01 - THERMAL SOLUTIONS

107323-01 - THERMAL SOLUTIONS

PANEL SHOP

PANEL SHOP

PANEL SHOP

PHOENIX CONTACT

CA202 ALTECH PANEL SHOP

- ALTECH

1 LOT

22 ZIP TIE MOUNTING PLATFORM PANEL SHOP2MP-4A

23 SLOTTED WIRE DUCT PANEL SHOP17578K17 MCMASTER-CARR

HEYCO

18

18

4

1376

16
17

16

21

INPUT RATING:
120 VAC, 50/60 HZ
37 VA MAX
OUTPUT RATING:
BOILER ENABLE/DISABLE OUTPUTS: 120VAC, 8 A MAX
PUMP A AND PUMP B OUTPUTS: 120VAC, 0.5 A MAX
CONFIG. OUTPUT: 120VAC, 8 A MAX
ALARM OUTPUT: 120VAC, 1.5 A MAX

CAUTION: RISK OF
ELECTRIC SHOCK
More than one

disconnect switch may
be required to de-

energize the
equipment before

servicing.
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UNIVERSAL GATEWAY

USE COPPER WIRE
CLASS 1 WIRE ONLY
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