DIMENSIONS AND RATINGS

H26 H48 H72 H119 H26 H48 H72 H119
A 4.000" 7.500" 9.000" 10.000" G 5.000" 5.500" 7.000" 8.000"
B 3.250" 5.750" 6.000" 7.000" H 18.688" 24.500" 26.500" 30.625"
C 4.000" 7.500" 9.000" 10.000" | 2.563" 3.563" 2.563" 3.563"
D 19.563" 24.250" 26.250" 30.625" J 9.063" 12.063" 12.625" 13.813"
E 3.250" 5.750" 6.000" 7.000" K 15.063" 18.063" 18.563" 19.813"
F 5.000" 5.500" 7.000" 8.000" L 41.063" 40.813" 48.063" 59.625"
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POTABLE WATER OUTLET

A S - 1 1-1/4" NOMINAL - H26
\ NN = ) 1-1/2" NOMINAL - H48 & H72
AN CingOPPER — 2" NOMINAL - H119
EXTENSION | —HYDRONIC HEATING SUPPLY
1-1/4" NPT - H26
1-1/2" NPT - H48 &72
BOILER / HEAT PUMP 2"NPT - H119
SUPPLY ! —HEAT EXCHANGER CONTROL
1-1/4" NPT - H26 172" NPT
1-1/2" NPT - H48 & H72 (CONTROL SUPPLIED BY
2" NPT - H119 INSTALLER)
L 0 HYDRONIC —POTABLE Y\/ATER SUPPLY - INLET
HEATING RETURN 1-1/4" NOMINAL - H26
" 1-1/2" NOMINAL - H48 & 72
1-1/4" NPT - H26 2" NOMINAL - H119
1-1/2" NPT - H48 & H72 )
2" NPT - H119 BOILER / HEAT PUMP RETURN
- 1-1/4" NPT - H26
- 1-1/2" NPT - H48 & H72
f 2" NPT - H119
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NOTE:
J TYPICAL ©
i COPPER ASME VERSIONS OF THE
| EXTENSION H2OMAX ARE AVAILABLE.
Y | PLEASE CHECK LOCAL
* z PLUMBING CODE IF ASME
CONSTRUCTION IS REQUIRED.
TYPICALLY MULTI UNIT HOUSING,
D COMMERCIAL, INDUSTRIAL,
. AND GOVERNMENTAL
J INSTALLATIONS REQUIRE ASME
H20MAX HEAT EXCHANGERS.
Heat Exchanger | Heat Transfer | Domestic Water | Boiler Water Hydronic MAWP Domestic| MAWP Boiler Weight (Ib)
Volume (gal) Area (sq. ft.) | Connections (in.) |Connections (in.) | Connections (in.) (psi) (psi)
H26 26 21.47 1.25 1.25 1.25 150 30 210
H48 48 26.78 15 1.5 1.5 150 60 375
H72 72 26.84 15 1.5 1.5 150 115 575
H119 119 48.55 2 2 2 150 115 800




